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MANUFACTURERS OF
ARCHITECTURAL IRONMONGERY

Manufactured by ourselves in England. Zza i~

P3, 55mm wide x
FP3a, 58mm wide x
epths can be supplie :
ull box is bead blasted to remove
ves a good contrast to front finish.

(8SS), Polished Anodised Alumin-
n Anodised Aluminium (SAA) option
s (BP - unlacquered as standard),

ned for ease of use, with all the inner edges
ftened for comfort. This design can be fitted to either
‘side of door.

We supply all flush pulls with button head screws. These

fix the tOp and bottom of the flush pull box in pOSitiOI‘l. FLUSH PULL FINISH CODE CHART
If you require, other option’s are availible ie. No ﬁxing Finish Code | Front Plate Finish Interior Box Finish
holes by chemical, glue or face fixing. The inside of the $SS/BB Satin Stainless Steel Bead Blasted Stainless Steel
ﬂuSh pull bOX iS bead blaSted to remove Weld marks and SSS/SSS Satin Stainless Steel Satin Stainless Steel
gives a good contrast to front finish. PSS/BB Mirror Polished Stainless Steel |  Bead Blasted Stainless Steel
PSS/SSS Mirror Polished Stainless Steel Satin Stainless Steel
We would recommend the purchase of an intumescent PSS/PSS Mirror Polished Stainless Steel | Mirror Polished Stainless Steel
pad ref: IP1 When ﬁttlng toa ﬁre rated dOOI'. SAA/BB Satin Anodised Aluminium Bead Blasted Aluminium
SAA/SAA Satin Anodised Aluminium Satin Anodised Aluminium
46 PAA/BB Poilished Anodised Aluminium Bead Blasted Aluminium
PAA/PAA Poilished Anodised Aluminium | Poilished Anodised Aluminium

This type and all our range are supplied with a
manufacturers guarantee of up to 10 years (aluminium
is up to 18 months due to being a soft metal), subject to
our standard terms & conditions with correct fittings.
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Maintainance

With all products, a periodic clean with a dry soft cloth
or if required, the use of a damp warm cloth. This will
remove any grease or dirt marks. Do not scour with any
abravise pads, cleaning products or chemicals.
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Please read our Terms & Conditions of sale re: changes
/ improvements to all products.
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Manufactured by ] & S Agencies.
Phone: 01263 731839, Fax: 01263 731385 Email: sales@jandsagencies co.uk



